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Rail Mount Kit

Compatibility:
•FrameOne
•c:scape Beam
•c:scape back to back
 desk (bench)
•c:scape desk

Frame One

1. Determine location of
RoomWizard II.

2. Insert two (2) screws
through holes in adaptor
plate and into T-nuts.
Loosely tighten.

3. Place adaptor plate
onto extrusion making sure
T-nuts fit into slots (3a)
and mark hole with pencil
(3b). Remove adaptor
plate and drill a 1/2" hole
into extrusion (FrameOne
or c:scape beam) for
power over ethernet cable
(3c).

4. Place adaptor plate
back onto extrusion,
making sure T-nuts fit into
slots and tighten onto 
extrusion.

T-NUT
(PLACEMENT STATE)

4

T-NUT
(INSTALLED STATE)
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BRACKET MOUNT

#10-24
MACHINE SCREW

WASHER

5. Route power over ethernet cable through extrusion and
adaptor plate.

6. Secure universal bracket mount to the adaptor plate using
two (2) #10-24 machine screws and two (2) washers.

7. Align universal bracket cover and puck with the universal
bracket mount. Route power over ethernet cable through
universal bracket cover and puck (7a).
Attach universal bracket cover and puck to universal bracket
mount using the four (4) provided #6-32 machine screws with
a #2 phillips screwdriver (7b).

8. Refer to RoomWizard II installation quickstart guide for
remaining assembly.

5

POWER OVER
ETHERNET CABLE

MOUNTING
PUCK
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c:scape Rail
Mount Kit

1. Determine location of
RoomWizard II.

2. Align T-nuts with
holes on bottom of
universal bracket mount
and loosely tighten.

3. Place universal
mount bracket onto rail
making sure T-nuts are
placed into slot on rail.

4. Route power over
ethernet cable through
square hole in bottom of
universal bracket mount.

5. Tighten the two (2)
provided T-nuts using a
phillips screwdriver.

6. Perform steps 6a and
6b on page 3.

7. Refer to RoomWizard II
installation quickstart
guide for remaining
assembly.
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1a
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1/2" DRILL BIT

5/16" DRILL BIT

5/16" DRILL BIT

UNIVERSAL
BRACKET MOUNT

EXTRUSION

Privacy Wall
Mount Kit

Compatibility:
•Mounting applications where
 there is not enough room for
 toggle anchor.

1. Position universal mount
bracket onto extrusion (1a).

Mark two 5/16" holes on
extrusion for bracket hardware
and one (1) 1/2" hole for power
over ethernet cable (1b).

Remove universal bracket
mount from extrusion and
drill two (2) 5/16" holes for
bracket hardware and one (1)
1/2" hole for the power over
ethernet cable (1c).

2. Route cable through 1/2"
drilled hole in extrusion.
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3 4

UNIVERSAL
BRACKET MOUNT

POWER OVER
ETHERNET CABLE

MOUNTING
BRACKET

#10-24 SCREW

#6-32 SCREW

WASHER

6a 6b

UNIVERSAL
BRACKET
COVER

POWER OVER 
ETHERNET CABLE

3. Align universal bracket mount with
holes in extrusion and holes in the
mounting plate which is positioned on
other side of extrusion.

Route power over ethernet cable
through "U" shape in the mounting
plate, through 1/2" drilled hole in
extrusion and then through square
hole in bottom of universal bracket
mount.

4. Attach universal bracket mount to
extrusion by inserting two (2) #10-24
screws with washers through holes in
universal bracket mount, holes in
extrusion and holes in mounting
bracket.

5. Level RoomWizard II and adjust
screws if necessary.

6. Align universal bracket and puck
with the universal bracket mount.
Route power over ethernet cable
through universal bracket cover and
puck (6a).

Attach universal bracket cover and
puck to universal bracket mount using
the four (4) provided #6-32 machine
screws with a #2 Phillips head
screwdriver (6b).

7. Refer to RoomWizard II installation
quickstart guide for remaining
assembly. MOUNTING

PUCK
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1/4-20
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SCREW

Post and Beam
Mount Kit

Compatibility:
•Post and Beam

1. Align T-nuts with holes
on bottom of universal
bracket mount and loosely
tighten.

2. Place universal mount
bracket along with T-nuts
onto rail making sure
T-nuts are placed into slot
on rail.

3. Route power over
ethernet cable through
square hole in bottom of
universal bracket mount.

4. Tighten the two (2)
provided T-nuts using a
phillips screwdriver.

5. Perform steps 5,
6a and 6b on page 6.

6. Refer to RoomWizard II
installation quickstart guide
for remaining assembly.

NOTE: Do not mount RoomWizard II's so they
protrude into an aisleway.

ADA requires objects projecting from walls with
their leading edges between 27" and 90" (685 mm
and 2030 mm) above the finished floor shall
protrude no more than 4" (100 mm) into walks,
halls, corridors, passageways, or aisles.
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1b
1a

3

5/16" DRILL BIT FOR
FOUR (4) FASTENERS

1/2" DRILL BIT FOR
ETHERNET CABLE

4

5

POWER OVER 
ETHERNET CABLE

MIN.
52"

#6-32 SCREW
NUT

media:scape
Mount Kit

Compatibility:
•media:scape or other
 structural members.

1. Position puck on media:scape
a minimum of 52" from floor and
mark four (4) locations to drill for
fasteners (1a) and one (1) location
to drill for cable.

2. Confirm there are no items that
could pose an interference on the
rearside of the media:scape shroud.

3. Drill 1/2" dia. hole for power
over ethernet cable and 1/4" dia.
holes for fasteners.

4. Route power over ethernet
cable through drilled 1/2" dia. hole
in media:scape shroud.

5. Screw the puck onto the shroud
using the provided four (4) screws
and four (4) washers and four (4)
nuts.

6. Refer to RoomWizard II
installation quickstart guide for
remaining assembly.

MOUNTING
PUCK

WASHER



Page 9 of 9
939599284 Rev B

Horizontal
Junction Box

Vertical
Junction Box

MOUNTING
PLATE

SCREW

1

2

1

33

2

SCREW

#6-32 SCREW

Single Gang
Junction Box
Mount Kit

Compatibility:
•Single gang junction box.

1. Route power over
ethernet cable through
mounting plate.

2. Attach mounting plate
directly to junction box. If
box is vertical, mount so the
puck mounting holes are
toward the top of the mount.

If the box is horizontal, mount
so the puck mounting holes
are nearest the room
opening.

3. Attach RoomWizard II to
puck using two (2) provided
set screws with a #2 phillips
screwdriver.

4. Level RoomWizard II.
Adjust screws if necessary

5. Refer to RoomWizard II
installation quickstart guide
for remaining assembly.

MOUNTING
PUCK

MOUNTING
PLATE

MOUNTING
PUCK

#6-32 SCREW


