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AIR3 ffers a uni ue enin l sin  r f  r idin  an effe ti e s luti n f r s rin lered uildin s
urin  an  life safet  e ent  t e r f ill aut ati all  fail safe en  r idin  a ess f r t e uildin  s rin lers

AIR3 & Fan Height: 
8ft 3 13/16 inch

Open Roof Blades Height: 
7ft 9 inch
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AIR-23 - 9’2” x 5’6” AIR-25 - 9’2” x 9’9” AIR-27 - 9’2” x 14’5” AIR-29 - 1 ’4” x 1 ’4”
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Accessories

Control Panel 

A  can e customi ed with a range of fa ric choices on upholstered panels.

Whiteboards  monitor brackets  and inte rated ta les can also be directly integrated into the AIR3 
structure   an als  e e ui ed it  a seis i  lt d n it f r use in seis i  re i ns

Air3 Integrated Services
Opening Roof

Stage 1
Closed

Stage 2
DetectorOpensRoof

Stage 3
Heat Escaping &

Sprinkler Activated

Stage 4
Sprinkler Water

Ingress.

LED Lighting System

High light output, low energy consumption

Extremely long lamp life - Min 5 Years

Recyclable

Zero Maintenance

Air Circulation Fan

Air Handling Capability of the Air3 Fan:
CO2 Level Outside Pod: 500ppm (parts per million)
Required airflow rate per person: 10 Litres/s Person = 40 Litres/s for 4 people
Air3 Fan provides a maximum of 380m3/ hr = 105 Litres/s (ie; 2.5 x more than the
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Glass Magnetic Whiteboards nte rated Ta les Monitor Brackets eis i  it
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AIR-23 AIR-25 AIR-27

 is a free
standin  dular 

d s ste  t at an 
easil  e ed r 
re nfi ured t  
different si es

The control panel allows you to manage lights, air and roof settings. AIR3 requires the power of a standard wall
outlet - 120 volts, 12 amps. 

When you walk into the Air3 Pod,
you activate the motion sensor; the 
lights and fan turn on, and the roof 
closes. 5 minutes after leaving the 
Air3 Pod, with no movement
detected, everything shuts off.

Flexibility




